
General Information & Care Guide

General Information

Prior to installation, please ensure that your plumbing system is adequate and 

that all pipes have been sufficiently flushed out. 

The main cold water supply must be turned off. The mains stopcock is usually 

found where the supply enters the building. 

It is also recommended that any hot water heating systems are turned off at 

this stage. The water system should then be fully drained. 

Please keep these instructions for future reference. 

Plumbing Systems

All products are suitable for all UK Water Authority supply pressures. 

If the taps are installed at low pressure (tank fed), then the minimum height 

from the outlet of the nozzle to the underside of the cold tank should be  1.8

metres to ensure adequate performance. 

PLEASE NOTE: These taps should be installed in accordance with the current 

Water Regulations.  

Any claims that may arise will be dealt with on the basis that isolating valves 

are fitted.

Water Pressure

We recommend the following minimum pressures to ensure efficient operation 

of your taps;

Bath Taps 0.5 Bar

Basin & Sink Taps 0.5 Bar

Cleaning 

Chrome and gold plated finishes should be cleaned with warm water and a 

soft cloth, rinsed and dried immediately, then buffed with a dry soft cloth. 

Under no circumstances must any aggressive or abrasive cleaning agents be 

used. The use of any abrasive agents or materials will invalidate the 

guarantee.

Customer Care Helpline

Telephone: 01386 800750

Email: customerservices@plumbworld.co.uk
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Fit the flat washers to the base of the taps and fit

s

Fit the flat washers to the base of the taps and fit

s

Connect the water supply to the 3/4 " threaded tails
the seals are located correctly. Some bath taps also
have base plates.

tails on the underside of the bath and secure tightly

Connect the hot and cold water supply to the

Chrome surfaces should only be cleaned with a soft  non-abrasiwe cloth andclean water '



 

Check out our full range of Bathroom Taps 
Contemporary Bathroom Taps 

Traditional Bathroom Taps 

Waterfall Bathroom Taps 

Basin Taps 

Bath Taps 

Bidet Taps 

 

Luxury Mira Aspects Taps 
Mira Honesty 

Mira Evolve 

Mira Precision 

Mira Comfort 

Mira Revive 

Mira Fluency 

 

Don’t forget these amazing tap cleaning and care products  
Cramer Tap Cleaner 

Cramer Chrom Star Chrome Polish 

 

 

 

 

 

 

 

https://www.plumbworld.co.uk/bathroom-taps-curved-styles-1992-0000
https://www.plumbworld.co.uk/traditional-bathroom-taps-1993-0000
https://www.plumbworld.co.uk/waterfall-bathroom-taps-19350-0000
https://www.plumbworld.co.uk/mira-taps-aspects-collection-101427-0000
https://www.plumbworld.co.uk/mira-precision-19641-0000
https://www.plumbworld.co.uk/mira-honesty-19639-0000
https://www.plumbworld.co.uk/mira-comfort-19642-0000
https://www.plumbworld.co.uk/mira-fluency-19645-0000
https://www.plumbworld.co.uk/mira-evolve-19640-0000
https://www.plumbworld.co.uk/mira-revive-19643-0000
https://www.plumbworld.co.uk/basin-taps-19361-0000
https://www.plumbworld.co.uk/bidet-taps-18012-0000
https://www.plumbworld.co.uk/bath-taps-19362-0000
https://www.plumbworld.co.uk/bathroom-taps-11-0000
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