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The information contained on this page was correct at date of issue. Fitting dimensions are provided as a guide only. Some variation may occur due to manufacturing tolerances.
Ellsi Ltd peruses a policy of continuing improvement in design and performance of its products and so reserves the right to change specifications without prior notice

SPEC I F I CAT ION
D A T A  S H E E T

PDT-000215(BIO)

B I O M E T R I C  2 . 4  L I T R E  I N S T A N T  H O T  W A T E R  T A N K

Range name

Finish

Barcode

Category:

Sub Catergory:

Sub Catergory 2:

G E N E R A L
BIO

MATT BLACK

5056634506512

Kitchens

Brassware

Hot Water Tank

1.

2.

3.

4.

5.

F E A T U R E S
Compact Design: Ideal for kitchens with limited space, this tank fits seamlessly under your sink.

Instant Hot Water: Enjoy immediate access to hot water for cooking, cleaning, or making beverages, eliminating the wait time.

Digital Touchscreen: The intuitive interface makes it simple to adjust the temperature with just a touch.

Versatile Temperature Range: Adjust the heat settings to suit various needs, from warming to cooking.

Energy Efficient: Engineered to minimize energy consumption while providing reliable hot water on demand.

C O M P L I A N C E
Related Standard(s):

DOC ref:
WRAS Approved:

WRAS No1:

Other

No 1:

LVD Conformity

EMC Conformity

EN 60335-2-21:2003+A2:2008 / EN 60335-
2-21:2003+A2:2008 / EN 62233:2008

DOC-KT-1021A
Yes

2203344

No

No

Yes

Yes

Product Weight (KG)

Single Box Length (mm)

Single Box Width (mm)

Single Box Height (mm)

Single Item box Weight (KG)

Outer Carton Length (mm)

Outer Carton Width (mm)

Outer Carton Height (mm)

Outer Carton Net Weight (kg)

Outer Carton Gross Weight (kg)

Single Item(s) Per Outer Carton

P A C K A G I N G
4.000

280

260

400

4.750

580

550

435

16

19

4

Connection 1

Connection 2

Tank capacity

Rated Input

Rated Voltage

Standby Power

IPX Classification

Static Bar Pressure

Dynamic Bar Pressure

Optimum working pressure

Plug Type

S P E C I F I C A T I O N

Power Cord Length (mm)

Function type

Temperature Control

Guarantee

1/2" BSP Male

3/8" BSP Female to quick
connection adaptor

1.8 Ltrs

1.5kw

220-240V ac, 50HZ

2.2w

IPX4

1Bar

1.5 to 5Bar

1Bar Minimum to 3Bar
Maximum

Fused 13A 3 Pin Plug

945 mm

Touch screen digital interactive control

75°C to 98°C 

2 years


