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Features & Benefits
Temperature control

Thermostatic temperature stability

Easy to fit

Front of tile installation system

Easy to service

Large, long-life filters and replaceable cartridge

For your customer

Separate flow and temperature controls

Maximum temperature stop for increased safety 
(with override for a hotter shower)

Mira Cool Shield™ to ensure valve doesn’t get hot during showering

Mira Magni-flo™ technology delivers up to 
3x more flow, even at low pressure

Integrated diverter allows you to easily divert between 
the deluge head and the handshower

1 spray 20cm deluge head with rub-clean 
nozzles plus separate 9cm showerhead

Mira Coda Pro ERD 
Mixer Shower

Product Information
Description Colour Product No.

Mira Coda Pro ERD Chrome 1.1836.006

Thermostatically 
controlled, safer 
showering with a sleek, 
chrome finish. Easily 
divert between the 
deluge showerhead and 
separate handshower.
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https://www.plumbworld.co.uk/mira-coda-showers-2128-0000
https://www.plumbworld.co.uk/mira-coda-showers-2128-0000
https://www.plumbworld.co.uk/mixer-showers-64-0000
https://www.plumbworld.co.uk/shower-heads-shower-handsets-315-0000
https://www.plumbworld.co.uk/shower-heads-shower-handsets-315-0000
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Product Specification

Tech Details
Temperature control

Control type: Thermostatic

Adjustable maximum temperature for on-site conditions

Installation

Water entry points: rear only

Inlet connections: 15 mm compression joints with pipes,  
¾” connection to valve

Outlet connections: ½” BSP Male Flat Face

Reversed inlets supported: No = hot left, cold right only

Supply Conditions (hot and cold)

Cold water range: Up to 25°C

Hot water range: 50°C-85°C (operating)
55°C-65°C (recommended)

Minimum maintained pressure: 0.1 bar (1 metre head)

Maximum maintained pressure: 5.0 bar (50 metre head)

Maximum static pressure: 10.0 bar (100 metre head)
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Performance

Flow rate (at handset): 7.9 l/min at 0.5 bar 
Flow rate (at overhead): 8.4 l/min at 0.5 bar

Temperature stability: ± 2°C

Safety Features

Automatic shutdown: Shutdown within 2 secs

Factory set to safe max temp: Factory set to 41°C

Adjustable maximum temperature for on-site conditions

Dimensions
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Check out our full range of Showers 
Electric Showers 

Digital Showers 

Mixer Showers 

Power Showers 

Smart Showers 

Shower Towers 

 

From Top Shower Brands 
Mira Showers 

Aqualisa Showers 

Triton Showers 

Gainsborough Showers 

 

Shower Pumps can upgrade your showering experience even more 
Stuart Turner Shower Pumps 

Salamander Shower Pumps 

Grundfos Shower Pumps 

 

 

 

 

 

 

 

 

 

 

https://www.plumbworld.co.uk/stuart-turner-shower-pumps-2388-0000
https://www.plumbworld.co.uk/salamander-shower-pumps-19181-0000
https://www.plumbworld.co.uk/grundfos-watermill-shower-pumps-2389-0000
https://www.plumbworld.co.uk/gainsborough-showers-101418-0000
https://www.plumbworld.co.uk/electric-showers-65-0000
https://www.plumbworld.co.uk/aqualisa-showers-1265-0000
https://www.plumbworld.co.uk/digital-showers-2631-0000
https://www.plumbworld.co.uk/triton-showers-1266-0000
https://www.plumbworld.co.uk/mixer-showers-64-0000
https://www.plumbworld.co.uk/power-showers-191-0000
https://www.plumbworld.co.uk/aqualisa-q-showers-101419-0000
https://www.plumbworld.co.uk/shower-towers-189-0000
https://www.plumbworld.co.uk/mira-showers-1264-0000
https://www.plumbworld.co.uk/shower-pumps-58-0000
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