UNITO SINK RANGEMASTER

UNI750AW/ SINKS & TAPS

[\EEE

Material Gauge

Material Finish Bowl

Q Material Finish Drainer
Drainer Position

Overall Length (mm) 750

Overall Width (mm) 435

Main Bowl! Length (mm) 700

Main Bowl Width (mm) 385

Size: 750 x 435 mm

Designed to work in perfect harmony, the Unito workstation becomes your ultimate culinary
companion. Seamlessly wash and prepare in one integrated space, keeping mess to a
minimum while maximising efficiency. Second Bow![Width (mm)

Supplied with a premium wooden chopping board and a colour-coordinating waste cover, Second Bowl Depth (mm)

Unito delivers both practicality and considered design, thanks to its colour coordinated waste Tap hole Size (mm) 1 x 35 (semi-punched)
cover and dual fix installation, choose to fit as undermount or inset.

Main Bowl Depth (mm) 180

Second Bowl Length (mm)

Waste Size (mm) 1 x 90mm

. . . . . . Included with sink (1 x 90
« Supplied with chopping board and coordinating coloured waste cover Waste Kit By Stk G xsomm

* Available in two bowl sizes Min. Base Unit (mm) 800

. . Cutout Size L th
« Available in 5 colourways ot Size Fength (mm)

Cutout Size Width (mm)

* 25-year warranty
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Warranty Sinks (years)
Product Code UNI750AW/

Barcode

Date of download: October 12, 2026

AGA Rangemaster continuously seeks improvements in specification, design and production of products and thus, alterations take place periodically. Whilst every effort is made to produce up-to date resources, the information included here is intended as a
guide. Always refer to the product’s installation instructions when fitting, installation work should be completed a professional tradesman.
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