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3-IN-1 INSTANT HOT WATER KITCHEN TAP - MATT BLACK FINISH

PDT-000050C

GENERAL

Range name ELISE

Finish Matt Black
Barcode 5010000050009
Category: Kitchens

Sub Catergory: Brassware

Sub Catergory 2: Hot Water Tap
FEATURES

1. 3-in-1 Functionality: Provides standard hot and cold water, plus filtered near-boiling water at 98°C.
2. Child-Safe Spring Lock: Safety mechanism prevents accidental dispensing of hot water.

3. Insulated Spout: Keeps the spout cool to the touch, even when dispensing hot water.

4. Easy Installation: Compatible with standard kitchen setups for straightforward installation
5. Modern Aesthetics: Sleek design complements contemporary kitchen styles.

COMPLIANCE m
Related Standard(s): EN 817:2014 7
DOC ref: DOC-KT-1008A i
WRAS Approved: No
WRAS No1: n/a :
Other (Kiwa) KUKreg4 |
No 1: 2404712 . : -
SPECIFICATION
FLOW RATE (Mixed Hot and Cold Flow) Construction Material Brass
Aerator Flow Straightener
. . ﬂ H H Control Type Single Lever Control
0.2Bar 0.5Bar
Flow Type Tri Flow
Hose Supplied Supplied with Flexible Tap Tails
— [
Hose Length 400 mm
Mount Type Deck-Mounted
PACKAGING Spout Type Swivel Spout
Product Weight (KG) 2.300 Tap Style Modern
Single Box Length (mm) 440 Tap Handle Type (Kitchens) Single Lever
Single Box Width (mm) 236 Tap Operation Type 1/4 Turn
Single Box Height (mm) 65 Valve Type 35mm Ceramic Cartridge
Single Item box Weight (KG) 2.500 Child Lock Spring lock mechanism
Outer Carton Length (mm) 500 Hot Water Dispenser Handle Left side
Outer Carton Width (mm) 460 Standard Hot and Cold Handle RightSide
Outer Carton Height (mm) 380 Pressure Suitabi“ty Suitable for High & Low Pressure Systems
Outer Carton Net Weight (kg) 23 Gravity Fed Systems Not Suitable for Gravity-Fed Systems
Outer Carton Gross Weight (kg) 25 Maximum Bar Pressure 3 bar
Single Item(s) Per Outer Carton 10 Maximum Bar Pressure 3 bar
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The information contained on this page was correct at date of issue. Fitting dimensions are provided as a guide only. Some variation may occur due to manufacturing tolerances.

Ellsi Ltd peruses a policy of continuing improvement in design and performance of its products and so reserves the right to change specifications without prior notice




